
Product Name 
Location

True Presence HPD2 IP 
Specifications

Item No. 46601 White

Light Value 2 - 2000 lx

Sensing Technology IP Web Interface

Switching Zones 10

Mounting Vertical Wall 

Mounting Height 7.55 - 19.65 ft 
2.3 - 6 m

Detection Angle 110°

IP Rating IP20

Temperature Range 32°F to +104°F +/- 33.8° F
0° to +40° C +/- 1° C

Voltage 18 - 55 VDC/VAC

Connection Passive PoE SELV, standard PoE (IEEE 802.3 af)

Sensor Type Optical

Coverage  presence: max. 32.81 x 32.81 ft (1076.50 sq.ft.) 
 radially: max. 32.81 x 32.81 ft (1076.50 sq.ft.)  
 tangentially: max. 32.81 x 32.81 ft (1076.50 sq.ft.)

Safety SSL / TLS 1.2

Protocols REST API, BACnet, MQTT

Detection Limitation max. 10 detection zones /  
max. 3 non-detection zones

Reach max. 39.37 ft / 12 m

Humidity Value 
Range

20-90% +/- 5%

Dimensions 
(LXWXD)

6.14 x 3.39 x 2.05 in
156 x 86 x 52 mm

Warranty 5 years

Counting Sensor
True Presence® Series HPD2 IP

Key Features:

•	 IP Web Interface 
•	 Detects and counts people
•	 10 individually adjustable detection zones
•	 Detects actual room use
•	 Energy and Cost Saving
•	 Large temperature operating and humidity range

This new updated technology detects and counts people in 10  
individually adjustable zones. The HPD2 IP identifies humans only 
and runs state-of-the-art imaging comparing 150,000 positive 
images and 7 million negative images in real time. Ideal for  
managing meeting rooms, because it identifies actual room use, 
or for detecting unused office workstations for flexible desk and 
energy management.

Applications 
 
The typical application is indoors for classrooms, lecture 
halls, offices, production facilities, conference rooms,  
recreation rooms, hotel rooms, hallways and other indoor 
public building spaces.
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